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Por tab le  f i r e  ex t ingu i sher  f i l l ed  w i th  6  l .  
o f  wa ter  +  AFFF add i t i ve .  

I t  i s  i n t ended  for  f i r e s  caused  by  use  o f  o i l s  and  fa t s .  
I t  i s  su i tab le  for  c lass  A ,  B ,  F  f i r e s .  

In t e rna l  thermoplas t i c  l i n ing .  

No  c lean ing  or  recyc l ing  expenses .  

t u  m a r c a  d e  s e g u r i d a d

Aplicaciones: 
Class A, B, F and electrical f ires of up to 35.000V (minimum distance 
of 1 meter). Restaurants, hotels, home and any kind of kitchen.

Benef its: 
Eco, biodegradable and 100% recyclable. It does not cause choking. 
It does not hinder vision or breathing. Maximum eff iciency, higher 
than most powder f ire extinguishers in the market. 

Do not use for: class C, D f ires.
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27A 233B 75F 

+5ºC/+60ºC

hasta 35.000 V

6L water + AFFF (8%)

80g nitrogen

16 bar

17,5 bar

20 bar

30 bar

542 mm

150 mm

1,5 mm

6,72 l

9 kg
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6 FOAM cylinder

6 FOAM hose

6 FOAM dip tube

EL FOAM valve

safety pin

ELITEX safety seal

pressure gauge

valve gasket

foot ring 6P/6E 

6 F FOAM ELITE label

Extinguisher agent

wall bracket

nº       piece description

extinguisher height

cylinder diameter

wall  thickness

cylinder volume

total weight

fire rating

temperature range

electrical  fires

extinguisher agent

propellant agent

minimum pressure (+5ºC)

working pressure (+20ºC)

maximum pressure (+60ºC)

testing pressure

Approved certified product under 2014/68/UE directive and 
UNE-EN3-7 and EN3-10 regulations.

SERIES: FOAM
MODEL: 6 FOAM “F” ELITE 
(especial kitchen and home)

Thermoplas t i c
cover

Sec t ion
ex t ingu i ser

Shower  e f f ec t  
nozz l e

SPECIFICATIONS

DIMENSIONS

CERTIFICATES

* Spare gaskets and seals are supplied in green colour.

polyetylene

brass

with 3,5x34mm stainless steel hole

red-coloured polypropylene

red-coloured Hytrel 

polypropylene

vinyl

water + AFFF additive

galvanised steel

Polyamide 6 nozzle. PVC hose with
nylon mesh reinforcement.

membrane type
23 mm M10x1 nickel casing

DC04 EN 10130 steel. Polyester paint with
M30x1,5 steel bar. Thermoplastic lining.


